Liquid Tight Strain Relief Fittings

PG/NPT Threads —Nickel Plated Brass/PVDF

For extreme temperature applications and the Chemical Industry
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These fittings have outstanding chemical PART NUMBERS CABLE THREAD DIMENSIONS INCHES (VM)
resistance and can tolerate high and low temper- RANGE TYPE AND A B D F /F
atures. Use with nickel plated brass Locking Nuts. H Fan;ErE’lds Clearance | Body | Thread |Wrenching
Bpecs siee Hole Length | Length Flats
SPECIFICATIONS: page 28 | .owr .25mm e
Pressure rating: inches (mm) il
150 PSIG (10 BAR) NEMA 4x and 6 CDO7AA-RV [ .11- .26 (3-6.5) | PG7 40 (12.5)| .75 (19)| .20 (5) | .55 (14)
Submersible) IP 68 CDO7AR-RV | .08 - .20 {2-5) 14" NPT
{BHbmen CDOGAA-RV | .16- 31 (4-8)
Materials: : : : PG 9 60 (15.2)| .83 (21)|.24 (8) | .67 (17)
_ | CDO9AR-RV | .08 - .24 (2-6)
Body & Dome Nut: Nickel Plated Brass CDOINA-RY 16- .31 (4-8) e &7 (17)
orm Seal, Inse CD11AA-RV | 20- 39 (5-10) EE . .
o - 73 (18.5)| .87 (22)]. 79 (20
g-nmg. . Viton® CD11AR-RV | 11- 27 (3-7) | PG (18.9)] 87(22)] .24 (6) (20)
perating Temperature: CD138A-RV | .24 - 47 (6-12) o4 (24 87 (2
-31°F to 302°F (-35°C 10 150°C) ¢ CDI3AR-RV | 20- 35 (5-9) | P 135 | -80(203)) .94(24) .25 (65) 87 (22)
Short term 356°F (180°C) CD13NA-RV | 24- 47 (8-12) | .. sl ermnlag 87 (22)
COSNRRY 1 20- 35 (5-0) 1/2 NPT | 83 (211)] -94{24)] 51 (18)] gy 1oy
CD1BAR-RV .EI-'-. el Bl ) s
B [~ ke 112 (28.4)| .94 (24) 1.18 (30)
CO21ARRY_{ .35 63 (0- 1) il Rl il U el
CD2INR-RV | .35 - .53 ekl el s U R
CD29AA-RV | .71- .98 (18- 25) N e — 157 (40
CO20AR-RV | 51 - 79 (13- 20) pa oo | 1.47 (37.3)(1.14 (29)| .31 (8) | 1.57 (40)
CD36AA-RV | .87 -1.26 (22- 32) 85
g ag  |1.85 (47.0)[1.38 (35)| .31 (8) | 1.97 (50)
Alsiauailable CD36AR-RV_ | .70 -1.02 (20- 26)
in ATEX & EEx e ggjgiﬁgﬂ 1§§]gg Egg gﬂ oG 47 |2.13 (54.1)[1.46 (37)| .35 (9) | 2.24 (57)
versions!
CDASAR-RV 114 -1.38 (20-35) | PG48 |234(58.4)[1.50(36)} .39 (10) (64)
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Liquid Tight Strain Relief Fittings

Metric Threads —Nickel Plated Brass/PVDF

For extreme temperature applications and the Chemical Industry

Specifications see above. PART NUMBERS CABLE THREAD DIMENSIONS INCHES (MM)
RANGE TYPE AND A B D FF
SIZE 1/F
Forthiaidi Clearance | Body Thread |Wrenching
specs see Hole Length Length Flats
inches (mm) page 20 ki 2@
[ COT2MA-RV | 11- .26 (3-65) 47 (1| 75 119 55 (14
CDI2MR-RV |i08- 20 (2.5 |M12X15 |47 (1)) 72 (19) .20(5) el
CO16MA-RYV | .20- .38 (5 -10) . 97 (90| . 79 (20
CD16MR-RV | 11- 27 (3-7) M16x 15| .63 (16)| &7 (22)| .24 (6) 79 (20)
CDZOMA-RV | .30- .55 (10-14) 70 o0y 9aceal 24w | 044
| coeomrRv |27 47 @7-12) bl P | Gl o
s Lt L) CO2Z5MA-RY | .51- .71 (13 -18) : e — :
STQPEEEE' CD25MR-RV | 35- 63 (9-18) M25x 1,5 | .98 (23)|1.02 (26)| .27 (7) [1.18 (30)
CD32MA-RV | .71- .08 (18 -25)
s tel : 1.22 (31)] . 1.57 (40
TR CD32MR-RV | 51 - .70 (13 -20) | M32X 1.5 [1-26 (32)| 1.22 (31)) .31 (8) (40)
Viton™ iz a federally registered trademark of DuPont Dow Elastomer. ggjgﬂg:gﬁ ?g :::gg :gg :Sg} M40 x 1,5 |1.58 |"'1[:|]' 146 (37)| .31 (8] 1.97 {5[]'




